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Characteristics / Application 
 
SRS Wiolit Sägekettenhaftöl is a mineral oil based chainsaw oil. Excellent adhesion and lubricating characteristics and 
antiwear additives guarantee an optimal lubrication of the chain, the rail and the chain wheel.  
 
Performance / Specifications 
 
SRS Wiolit Sägekettenhaftöl is versatile usable for all types of chainsaws, even at low temperatures in winter.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
SRS Wiolit Sägekettenhaftöl is a product of the H&R ChemPharm GmbH. 

 

Typical Data  Test Method SRS Wiolit Sägekettenhaftöl 

ISO Viscosity grade  DIN 51 519 100 

Colour  DIN ISO 2049 > 8,0 

Density at 15°C g/cm³ DIN 51 757 0.893 

Kin. Viscosity at  40°C mm²/s DIN EN ISO 3104 110 

Kin. Viscosity at  100°C mm²/s DIN EN ISO 3104 11.5 

Flash Point COC °C DIN ISO 2592 220 

Pour Point °C DIN ISO 3016 - 24 

Neutralization Number mgKOH/g DIN 51 558 0.4 

The above values may vary within the commercial limits. 
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